
• 30-minute duty cycle

• 1-¼" NPT inlet / 

¾" or 1" NPT outlet

115V AC 75 LMP FUEL TRANSFER PUMPS

FR700VN FR710VN FR700V

¾" - Pump Only 1" - Pump Only ¾" - Manual Nozzle

FR701VLN FR701VL FR711VLA

¾" - Mechanical Meter 
(Litres)

¾" - Mechanical Meter 
(Litres), Manual Nozzle

1" - Mechanical Meter 
(Litres), Diesel Auto Nozzle

• Gasoline, diesel, E15, 

kerosene, & B20 compatible 

• UL/cUL listed

• Limited Lifetime Warranty

12V DC 56 LPM FUEL TRANSFER PUMPS

• 30-minute duty cycle

• 1" NPT inlet / ¾" NPT outlet 

• Gasoline, diesel, E15, kerosene, 

& B20 compatible 

• UL/cUL listed motor

• Limited Lifetime Warranty

FR1204H

Pump Only

FR1210H FR1210HA FR1210HARC

Manual Nozzle Gasoline Auto Nozzle Diesel Auto Nozzle 
(Sub-Zero)

12V DC 75 LPM FUEL TRANSFER PUMPS

• 30-minute duty cycle

• 1" NPT inlet / 1" NPT outlet 

• Gasoline, diesel, E15, kerosene, 

& B20 compatible 

• UL/cUL listed motor

• Limited Lifetime Warranty

FR4204H

Pump Only

FR4210H FR4210HD FR4210HARC

Manual Nozzle Diesel Auto Nozzle
(Green)

Diesel Auto Nozzle 
(Sub-Zero)

12V/24V DC 94 LPM FUEL TRANSFER PUMPS

• Continuous duty cycle

• 1-¼" NPT inlet 

/ 1" NPT outlet 

• Gasoline, diesel, E15, 

kerosene, & B20 compatible 

• UL/cUL listed motor

• Limited Lifetime Warranty

• 12-24V DC input 

voltage range

NX25-DDCNB-PX NX25-DDCNB-AA

Pump Only Diesel Auto Nozzle (Red)

120V AC 94 LPM FUEL TRANSFER PUMPS

• Continuous 

duty cycle

• 1-¼" NPT inlet 

/ 1" NPT outlet 

• Gasoline, diesel, 

E15, kerosene, 

& B20 compatible 

• UL/cUL listed 

motor

• Limited Lifetime 

Warranty

NX25-120NB-PX NX25-120NB-AA NX25-120NB-AG

Pump Only Diesel Auto Nozzle (Red) Gasoline Auto Nozzle (Red)

• 30-minute duty cycle

• 1-¼" NPT inlet / 

1" NPT outlet 

115V/230V AC 132 LPM FUEL TRANSFER PUMPS

FR310VN FR310VB FR311VLN

Pump Only Diesel Auto Nozzle (Red) Mechanical Meter (Litres)

FR311VLB FR319VB FR313V

Mechanical Meter (Litres), 
Diesel Auto Nozzle (Red)

Digital Meter, 
Diesel Auto Nozzle (Red) Remote Pump Only

• Diesel, E15, kerosene, 

& B20 compatible 

• UL/cUL listed

• Limited Lifetime Warranty

HAND-OPERATED PUMPS

• 1" NPT inlet / 

¾" NPT outlet 

• UL listed

• 2-year warranty

• Gasoline, diesel, E15, 

kerosene, light oils, 

& B20 compatible 

FR150 FR152 FR112

75 litres 

per 100 strokes

Pump Only

75 litres 

per 100 strokes

Spout, Suction Pipe, 
Discharge Hose

37 litres 

per 100 revolutions

Spout, Suction Pipe, 
Discharge Hose

FR20V FRHP32V SD62

11 ounces per

each stroke

Fuel - Suction Pipe

11 ounces per

each stroke

Chemical - Suction Pipe

28 litres per 

100 revolutions

Spout, Suction Pipe

FUEL MANAGEMENT SYSTEM (FMS)

Fill-Rite's Fuel Management System combines hardware, a 

mobile application, and a web portal to give users real-time 

control over their fuel.

NXFM100 NXFM150 NXFMPED-CMK

Control Module 
1 Hose

Expansion Module 
5 Hoses

Commercial Kiosk

DIESEL EXHAUST FLUID (DEF) SYSTEMS

• 12V DC & 115V AC 

models available

• 30-minute duty cycle

• 1" NPT inlet / 1" NPT outlet 

• Self priming to 6'

• DEF & water compatible

• Integral pulsation 

dampener for smooth flow 

at point of use

• 2-year warranty

DF120CMN520 DF120CAN520

115V AC IBC Mount, Manual Nozzle 115V AC IBC Mount, Auto Nozzle

 CHEMICAL TRANSFER PUMPS

• 12V DC & 120V AC 

49 LPM models available 

• Thermally protected motor

• Agricultural pesticides, 

herbicides, fertilizers, 

mild acids, soaps, 

& water compatible

• Maximum particle size 

up to 0.10" diameter

• Pump can run dry 

without damage

• 5-year warranty

SS435BX713 SS435BX675

Chemtraveller®, Suction Hose Chemtraveller®, Suction Hose, Meter

115V AC 56 LPM FUEL TRANSFER PUMPS

• 30-minute 

duty cycle

• 1" NPT inlet / 

¾" NPT outlet 

• UL/cUL listed 

motor

• Limited Lifetime 

Warranty

• Gasoline, diesel, 

E15, kerosene, 

& B20 compatible

FR604H FR610H FR610HA

Pump Only Manual Nozzle Gasoline Auto Nozzle (Red)



MAC-CT-950

ACCESSORIES (CONT.)

COLD-WEATHER NOZZLES

• ¾" and 1" 

models available 

• Gasoline, diesel, 

kerosene, E15, 

biodiesel up to 

B20 compatible

FRNA075DAU10 FRNA100DAU00

¾" Sub-Zero
Automatic Nozzle

1" Sub-Zero 
Automatic Nozzle

FILTERS

• 10 micron, up to 94 LPM (25 GPM)
• 10 micron, up to 

151 LPM (40 GPM)

1200KTF7018 1210KTF7019 F4010PM0

Particulate, 10 Micron, 
Filter Head Kit (¾")

Hydrosorb®, 10 Micron, 
Filter Head Kit (¾")

High-Flow Particulate, 
10 Micron (Filter Only)

FILTER HEADS

1200KTG9075 700ACCF7017
• 1200KTG9075 

for use with 

F1810HM0 

& F1810PM0

• 700ACCF7017 

for use with 

F4010PM0, 

& F4030PM0
Filter Head, ¾" Ports, 

1"-12 UNF Threads
Filter Head, 1" Ports, 
1.5"-16 UNF Threads 

MISCELLANEOUS ACCESSORIES

1200KTG9099 S075H1314 S100H1315

20" to 34-½" Telescoping 
1" Steel Suction Pipe

¾" Multiplane Swivel 1" Multiplane Swivel

B100F475 FRTCB KIT700AS

1" Hose Breakaway Tank Vent Cap with Base FR300 & FR700 
Anti-Siphon Kit

FLOW METERS

IN-LINE DIGITAL TURBINE METERS

• 8-132 LPM (2-35 GPM) range

• Easy field calibration measuring 

in gallons, litres, ounces, pints, 

or quarts

• +/- 1% accuracy

• Gasoline, diesel, jet fuel, 

heptane, kerosene, & mineral 

spirits compatible

TT10AN TT10PN

1" In-Line with (2) ¾" Reducer Bushings 1" In-Line Poly

3-DIGIT MECHANICAL METERS

• Registers up to 99.9 litres 

per batch

• 19-75 LPM (5-20 GPM) range

• +/- 1% accuracy

• Gasoline, diesel, E15, kerosene, 

B20, & mineral spirits compatible

807CLMK

¾" Mechanical Meter, Fittings (Litres)

807CL 807CL1

¾" Mechanical Meter (Litres) 1" Mechanical Meter (Litres)

4-DIGIT MECHANICAL METERS

• Registers up to 999.9 litres 

per batch

• 19-75 LPM (6-40 GPM) range

• +/- 1% accuracy

• Gasoline, diesel, kerosene, 

B20, E15, & mineral 

spirits compatible

901CL 901CL1.5

1" (Litres) 1-½" (Litres)

 DIGITAL METERS

• Registers up to 999.9 litres 

per batch

• Easy field calibration 

measuring in litres, gallons, 

or user-defined units

• 8-72 LPM (2-20 GPM) range

• +/- 0.5% accuracy

• DEF, diesel, mineral spirits, 

ethylene glycol, mild acids, 

soaps, detergents, pesticides, 

fertilizers, water, crop & gear 

and motor oil compatible

825 850

1" Pulse Output 1" Air-Sensing

FUEL TRANSFER SYSTEMS

C
A

N
A

D
A

ACCESSORIES

¾" HOSE WITH STATIC WIRE

FRH07512 FRH07514 ARCH07520A
UL listed - FRH07512UL Standard - FRH07520

¾" X 12' ¾" X 14' Sub-Zero, ¾" X 20'

1" HOSE WITH STATIC WIRE

FRH10012 FRH10014 ARCH10020A
UL listed - FRH10012UL Standard - FRH10020

1" X 12' 1" X 14' Sub-Zero, 1" X 20'

MANUAL NOZZLE

• Durable aluminum 

construction

• Gasoline, diesel, 

kerosene, E15, 

biodiesel up to 

B20 compatible

FRHMN075S FRHMN100S

¾" Manual Nozzle 1" Manual Nozzle

STANDARD NOZZLE

• 9.5-55 LPM 

(2.5-14.5 GPM)

• Gasoline, diesel, 

kerosene, E15, 

biodiesel up to 

B20 compatible

N075UAU10 N075DAU10

¾" Gasoline Auto (Red) ¾" Gasoline Auto (Green)

HIGH-FLOW NOZZLE

• 19-94 LPM 

(5-25 GPM)

• Gasoline, diesel, 

kerosene, E15, 

biodiesel up to 

B20 compatible

N100DAU12G N100DAU12

1" Diesel Auto (Green) 1" Diesel Auto (Red)

ULTRA HIGH-FLOW NOZZLE

• 19-151 LPM (5-40 GPM)

• Gasoline, diesel, kerosene, E15, biodiesel up to B20 compatible

N100DAU13 N100DAU13Y N100DAU13G

1" Ultra High-Flow 
Diesel Auto (Red)

1" Ultra High-Flow 
Diesel Auto (Yellow)

1" Ultra High-Flow 
Diesel Auto (Green)


